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THEORETICAL ANALYSIS OF ONE-STAGE WINDMILLS FOR

REDUCING FLOW DISTORTION

By Robert E. English and Peggy L. Yohner

SUMMARY

Isentropic flow and simple radial equilibrium were assumed in ana-
lyzing two windmills for reducing flow distortion. The following conclu-
sions and results were obtained: Windmills are inherently limited to
flows per unit area lower than those attainable in modern compressor de-
sign; at high flows, the uncambered rotor blades must be so thin that
blade vibration will be a critical problem. Windmills reduced velocity
distortions 20 to 38 percent and total-pressure distortions 22 to 43 per-
cent. The design value of the ratlo of axial velocity to blade tip speed
appears to have a greater effect on the amount of dlstortion reduction
than the other variables investigated. For inlet veloclty distortions as
great as 0.80, the angles of incidence were near 200, although the diffu-
sion factors were only about 0.2. In reducing velocity distortion, wind-
mills transfer energy from one portion of the stiream to another and
thereby introduce a distortion of total tempersture; total-temperature
distortions of 2 to 5 percent were introduced by these windmills.

INTRODUCTION

Distortion of engine-inlet airflow is, broadly speaking, any depar-
ture from steady-state conditions of purely axial flow (no whirl) and of
constant total pressure and total temperature over the exit from the inlet
diffuser. Distortion of flow at the exit of supersonic inlet diffusers
impairs performance of turbojet engines following these inlets. The mag-
nitude of these performance penalties is indicated by references 1 to 7.
Reduction of these distortions by improved inlet design and by relocation
of distortion-producing devices such as guns and rockets 1s currently
recelving considerable attention; use of distortion-reducing devices such
as screens is also being considered (refs. 8 and 9). Another device for
reducing flow distortion is a windmilling rotor followed by a set of
straightening vanes, hereinafter cglled a "windmill." Windmills are
currently being evaluated both experimentally and theoretically at the
NACA Iewis lgboratory as part of a broad program of distortion reduction.
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Early work on windmills is reported iﬁireferences 10 and 11. In
each of these reported studies, rotating blade rows were used without
elther preceding or following stator blade rows. In reference 11, wind-
mills having either a single rotor blade row or two counterrotating blade
rows were investigated. ZEach of these references, in which flow veloci-
ties of 100 feet per second or less were investigated, shows that veloc-
ity in ducts may be made more uniform by use of a windmill. References
8 and 9 present some results from tests of & one-stage windmill for which
the inlet axial Mach number was as great as 0.55.

The study described herein is confined to an analysis of windmills
consisting of one row of freely moving rotor blades followed by a single
row of stationary blades. Windmill geometry is schematically illustrated
in figure 1. The function of the stator blades is to straighten the exit
flow and thereby to remove whirl that either is introduced by the rotor
or is present upstream of the windmill. The general purposes of this
analysis are to investigate (1) the inherent characteristics and limita-
tions of windmills, (2) the variation in flow directions and velocitles
within such a device, and (3) the maximum reduction in radial flow dis-
tortion that can conceivably be effected by a one-stage windmill with
high subsonic inlet flow Mach numbers. This anslysls is confined to a
study of radisl variation in total pressure,. Total temperature is con-
sidered to be constant shead of the windmill, and the flow is assumed to
be both axisl and steady with respect to time.

GENERAL PRINCIPLES

In a straight duct, steady axial flow of gas having constent total
temperature is characterized by constent static pressure. In addition,
when there is a variation in total pressure, it 1s reflected in s vari-
etion in axial velocity. The purpose of a windmill is to extract energy
from the high-velocity part of the stream and to add this energy to the
low-velocity pert of the stream. In this way, the axial velocity is mede
more uniform by the windmill. o

It is desired that the windmill not distort uniform flow. This
desire has resulted in basically the same simple rotor deslgn in refer-
ences 8 to 11 and in this analysis: The rotor blades are considered to
be symmetrical uncambered airfoils having a stagger angle Bg of

By = -tan'l(-%)d (B3)

It 1s also desirsble that the windmill, in eliminating or reducing
one distortion, should not introduce another distortion. In particuler,
as a windmilling rotor removes energy from the high-velocity portion of
the stream and adds it to the low-velocity portion, the resulting
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tangential forces on the gas introduce tangential velocities; such & dis-
tortion of tangential velocity should be removed before the gas leaves
the windmill. In a one-robor windmill, s row of stator blades downstream
of the rotor will fulfill this function. In order that these stator
blades not distort uniform flow, they are herein selected to be uncam-
bered symmetrical airfoils with zero stagger.

The extraction of energy from the high-velocity part of the stream
by the windmill reduces the total temperature of this part of the stream
and correspondingly increases the total temperature of the low-velocity
part of the stream. This distortion of total temperature is an inherent
characteristic of windmills; they are therefore incapable, even ideally,
of completely eliminsting distortion from distorted flows.

The angle of incidence on the windmill rotor blades and thus the
aerodynamic forces on the blades vary with distortion of axial veloclty.
For example, hypothesize a one~stage windmill (one rotor blade row fol-
lowed by one stator blade row) that reduces but does not eliminate dis-
tortion of axisl velocity. A reasonable extension of this hypothesls is
that successive windmill stages will further reduce distortion of axial
velocity. As the magnitude of this distortion is progressively reduced,
the angles of incidence on the successive windmill stages diminish. The
decrease in aerodynamic loading that accompanies reduction in angle of
incidence results in less and less correction of the distorted flow as
the distortion decreases. Apparently, then, use of increasing numbers
of independent windmill stages will ideally cause the axial veloclty to
approach a constant value asymptotically. In the absence of mixing, the
ultimete result attainable by a series of windmills is constant axial
velocity, zero tangential velocity, end a distortion of total temperature.

Since windmills appear incapable of completely elimingting flow dis-
tortion, some other basis is required for evaluating windmills. The var-
iation in total tempersture introduced by the windmill is accompanied by
a varilation in total pressure. Thus it is evident that constant total
pressure, in particular, should not be the basis on which windmills are
evaluated. On the other hand, the ideal condition that a series of wind-
mills approaches (i.e., constant axial velocity) appears to be an appro-
priate basis of evaluation.

This hypothetical condition of constant axiel velocity and distorted
total temperature provides the angles of incidence on the first compressor
rotor blade row (without inlet guide vanes) corresponding to zero dis-
tortion. However, the distortion of total tempersature at the compressoxr
inlet will result in a velocity distortlon at the exit of the first com-
pressor stage; this velocity distortion is accompanied by distortion of
angle of incidence on the second rotor blade row. It appears that, even
if velocity distortion at the compressor inlet can be largely eliminated
by & windmill, the resulting distortion of total temperature may lmpair
compressor performance in succeeding steges.
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SCOPE OF ANALYSIS
General Conditions

Axlally symmetric flow through one rotor blade row and one stator
blade row was considered in the analysis. -In other words, flow ghead of
the windmill was assumed to have only radisl distortion. For each se-
lected flow distortion, & set of operating conditions was determined by
successive trials that resulted in zeroc power input or output from the
windmill. For any given set of inlet gas conditions and steady-state
operation, a windmill has only one degree of freedom (e. g., rotational
speed). In the analysis, mass flow was varied for an assigned vealue of
rotational speed until the net power output of the windmill was zero.

At any given radisl position, the dlrection of relative flow leaving
8 blade row was assumed to be the same as the relative flow direction
with no distortion. The entropy of any given pasrticle was assumed to be
unchanged by 1ts passage through the windmill. The blades were assumed
to be tightly packed (high solidity) so that the air can reasonsably be
assumed to flow along circular surfaces without the twisting and mixing
of secondary flows. %

Symbols are defined in appendix A, ansthe method of analysis is
outlined in appendix B.

Windmill Design

The windmill designs can be described in terms of two velocity-
diagram varisbles employed in this analysis: (1) hub-tip radius ratio
h/rt’ and (2) ratio of axial velocity to blade tip speed, hereinafter

called exial velocity ratio (V,/Uy)q. Hub-tip radius ratio was assigned

the value of 0.4 and was kept constant from entrance to exit of the wind-
mill. Axial velocity ratio (V,/Ug)g was chosen to be either 0.7 or 1.0.

Flow Conditions

Six specific combinations of conditions were investigated (teble I).
For each of the two axial velocity ratiocs, two equivalent blade speeds
were assigned, one corresponding to a zero-distortion _axial Mach number
of 0.5 and the other to 0.7. Distortions having low velocity at either
rotor tip or rotor hub were considered. The slx cases consldered are
summerized in the following table: -

P
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Case 1 2 3 4 5 6
Design exial velocity ratio,

(V./Uu)g 0.7 0.7 o0.7| 1.0 1.0| 1.0
Equivalent blade speed, Ut//\/el,

ft/sec 1066| 1066| 778| 746| 746! 545
Radius with low velocity Hub{ Tip| Hub| Hub| Tip; Hub
Rotor-inlet total-pressure dis-

tortion, (AP/PaV)l 0.476|0.505{0.237 |0.474|0.502|0.237

The radisl distributions of velocity were arbitrarily selected. The
particular method of snalysis (appendix B) requires assignment of radial
distribution of entropy at the rotor exit rather than at the windmill
entrance. These radigl distributions of entropy were chosen to give a
velocity that varies linearly with radius, except for radial shifts in
mess flow through the rotor.

RESULTS

The results for the six cases investigated are summarized in table
II. Because the axial velocity ratios (Vz/Uf)d are the same for cases
1l to 3, the geometry of these windmills is the same. Similarly, cases 4
to 6 all have the same geometry. The results can thus be interpreted as
those of two windmills, each operated under three sets of operating
conditions.

The amounts of distortion reduction in axial velocity and total pres-
sure are of great interest. For cases 1 to 3, the velocity distortion is
reduced 34 to 38 percent, and the total-pressure distortion 34 to 43 per-
cent. For cases 4 to 6, 20 to 24 percent of the velocity distortion and
22 to 29 percent of the total-pressure distortion are eliminated. The
amount of distortion elimination appears to vary more with the axial ve-
locity ratio (V,/Uy)y than with the blade speed Ug/+/8; or with the

radius having the low velocity. The rotor blade mean stagger angle is
45° for cases 1 to 3 and 35° for cases 4 to 6. Smeller reduction in dis-
tortion with a mesn stagger of 35° (cases 4 to 6) is”in agreement with
the observetions in reference 11.

For each design, low veloclty at the hub radius recelves greater
velocity-distortion correction than low velocity at the tip radius
receives, but this greater correction is accompanied by more severe flow
conditions. With low velocity at the hub radius, the diffusion factors,
incidence angles, and rotor-inlet Mach numbers are sll increased.

Although none of the diffusion factors exceeds 0.2, the angles of
incidence can be almost 20°. The maegnitudes of D are well within

ENTVCONFIDENTTAS:
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current limits on compressor design, but the incidencé angles are outsilde
currently acceptable limits. The high incidence angles are especially
undesirgble because they are accompanied by high rotor-inlet relative
Mech numbers. If the low-velocity region is at the tip radius, the inci-
dence angles are at & more reasonable level. The radial veriation of
angle of incidence 1s shown in figure 2. As was anticipated from the
assigned inlet distortion, the angles of incidence chanhge sign from one
end of the blades to the other.

The rotor-inlet relative Mach numbers also appear to be a potential
source of trouble for those cases having a design axisl Mach number of
0.7 (see fig. 3(a), cases 1, 2, 4, and 5). For case 2, in particular,
rotor-inlet relative Mach number 1s near 1.0 over the whole blade height,
resulting in especially severe flow conditions for small incidence angles
on the uncembered rotor blades. This problém will be further amplified
in the DISCUSSION. ' k

The exit equivalent sirflow shown in table II varies from 29 to 39
pounds per second - square foot. o

A small rise in static pressure across the windmill results from the
general leveling out of the velocity across the windmill. The values of
total-pressure ratio Py, 3/P av,1 8re greater than 1.0 in spilte of the
assumption of constant enéroPy along each streamline. This variation in
total pressure is a consequence of the definition of gverage total pres-
sure used in this analysis (see refs. 12 and 13 for discussion of this
problem). Average total pressure is herein defined as that total pressure
required with uniform flow to pass the observed mass flow per unit ares
with the observed static pressure and mass- averaged total temperature of
the stream. The variation in average total pressure &cross the windmill
reflects the fact that such an average total pressure is not a unique
function of the energy content and entropy of the stream, for each of
these quantities remains constant.

Exit total temperature varies from 2 to 5 percent along the radius.
Total temperature is shown in filgure 4 to vary considersbly over the
amulus except near the hub radius, where the: energy addition or extrac-
tion levels off and in some cases even decreises. This is apparently =
result of the fact that the falling blade speed near the hub reduces the
potential work capacity of the rotor blades;. this effect can be illus-
trated by considering the extreme case of zero hub radius, for which the
blade hub speed and hence the work capacity at the hUb for any finite
gas velocity would be zero.

Profiles of axial velocity and total préssure typical of those ob-
tained in this analysis are presented in figures 5 to 8. Ef'fects of
varying both the mass flow and the radius having the low velocity are
shown. Variation in axial veloecibty with radius at the windmill entrance

o
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is not quite linear, because entropy is specified st the rotor exit
rather than at the entrance. The shape of the curves is different for
plots against radius and agelnst mass flow. This difference results in
part from the variastion in annular aree with radius and in part from the
variation in flow per unit area with axial velocity. Because of radisl
displacement of flow in passing through the windmill, intersections of
corresponding curves do not represent related points in the flow field.

For case 1, the varying axial velocity and total pressure at the
windmill inlet are significantly flettened at the windmill exit, espe-
cially at the tip radius. Reducing the mass flow to that of case 3
changes the magnitudes but not the genersl character of the curves (figs.
5(a), 6(a), 7(a), and 8(a)). Moving the region of low velocity from the
hub to the tip (figs. 5(b), 6(b), 7(b), and 8(b)) reduces the disparity
between hub and tip in their ability to reduce distortion. Table II shows
that moving the low veloclty to the tip radius reduces diffusion factors
and sngles of incidence.

DISCUSSION

Although a one-stage windmill appears to be capsable ideslly of re-
ducing velocity and total-pressure distortions 30 to 40 percent, several
problems arise in the use of windmills of high flow capacity. The prin-
cipal source of this difficulty is choking within the rotor blade pas-
sages. Conslder the design conditions of ‘the windmills analyzed in cases
1 to 6; thelr design operating conditions without any inlet distortion
are summerized in table I. The rotor-inlet relative Mach numbers are
such that, for cases 1, 2, 4, and 5, the critical-area ratios A../A
are 1.0 or only slightly less. In order that the over-all effect of
these high values of criticgl-area ratio could be better assessed, the
margin of area over that required for choking was integreted over the
annular area. The result is the average critical-area ratio (Acr/A)av
in table I.

Cases 1 and 2 can permit only a l.2z2-percent reduction in annular
area before the passing of the deslign mass flow becomes a physical im-
possibility. This imposes a severe restriction on rotor blade thickness
that is more extreme than that for a comparable axisl-flow compressor
because the rotor blades of the windmill are uncambered and are designed
for zero incidence angles. The camber and the incidence angles of com-
pressor robor blades both permit thicker blades by tending to produce a
widening of the cross-channel width between blades over that occupiled by
the flow shead of the rotor blade row. Low blade thickness would subject
the windmills to vibrationel difficulties. The camber as well as the
thickness of typical compressor blades increases the section modulus and
thereby stiffens the blades, whereas blades in & windmill must obtain all
their stiffness from profile thickness.

WHEREEEETED
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The average critical-area ratio of cases 1 and 2 could be reduced
by lowering the rotor-inlet relative Mach number. (Reising the rotor-inlet
Mach number gbove 1.0 can also reduce critical-area ratio, but this is
generally a less practical solution.) Some adjustments that might be
made by lowering that Mach number are illustrated in table I. Decreasing
blade speed 30 percent to that of cases 4 and 5 helps hardly at all; as
teble II shows, this reduction in blade speed 1s probably accompani€d by
significant reduction in ability to eliminate distortion.

Lowering the axial Mach number to 0.5 @8 in cases 3 and 6 offers
greater reduction in average critical-area ratio (table I). In particu- -
lar, if axisl Mach number i1s decreased without reducing the design axial
velocity ratio (Vz/Ui)d’ the @bility to reduce distortion is not impaired;
in fact, more velocity distortion is eliminated. The penslty associated
with the lowered axisl Mach number 1s a concomitant reduction in flow
capacity. Thus windmills appear to be limited by blade structural re-
guirements to flows per unit ares lower than those obtainable in modern
compressor design. :

Reduction in blade-row-inlet Mach number. will not only permit in-
creasing rotor blade thickness but will slso increase the range over which
incidence sngle can vary efficlently. The particular angles of incidence
obtained in this analysis are associated with the particular distortions
assumed. A windmill should have smaller Ilncidence angles with distortion
than corresponding compressors because of the automatic adjustment in
blade speed thet accompanies a change in axiasl velocity or equivalent
welght flow through the windmill. Adjustment of rotor blade speed to a
condition of zerc (or near zero) net torque keeps the 1ift coefficients
and incidence angles low. This 1is in contrast to the high incidence
angles and high blade loadings typically acquired by inlet stages of
multistage compressors during operation at lagw equivaelent rotational
speed. Thus windmills are eserodynamically cegpeble of acceptling a wider
range of inlet-flow distortion than are compressors. -

The primary function of & windmill 1s to transfer energy from one
part of a stream to another by extracting work and injecting work in equal
quantities. Although secondsry flows will inevitably introduce some mix-
ing, this mixing appears to be a less important characteristic of a
windmill. '

CONCLUSIONS

Two windmill designs for reducing flow distortion were analyzed;
isentropic flow and simple radial equilibrium were assumed. It was con-
cluded that windmills are inherently limited to flows per unit area lower
than those attainsble in modern compressor design; at high flows, the un-
cambered rotor blades must be so thin that blade vibration will be critical.

- 2L0%
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Because transfer of energy from one portion of the stream to ancther dis-
torts total temperature, windmills are incapable, even ideally, of com-
pletely eliminating distortion.

Anglysis of each of the windmills for three sets of operating
conditions gave the following results:

1. Velocity distortions were reduced 20 to 38 percent.
2. Total-pressure distortions were reduced 22 to 43 percent.

3. Total-temperature distortions of 2 to 5 percent were introduced
by the windmill.

4. The design value of the ratio of axial velocilty to blade tip
speed appears to have a greater effect on amount of distortion reduction
than the other varigbles investigated.

5. For inlet velocity distortions as great as 0.80, the angles of
incidence were near 20°, although the diffusion factors were only about
0.2.

Lewis Flight Propulsion Leboratory
National Advisory Committee for Aeronsutics
Cleveland, Ohio, April 10, 1957
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SYMBOLS

A area, sq ft

8a,cr critical velocity ‘/;%% gRT, ft/secf

cp specific heat at constant pressure,“?tu/(lb)(oR)

D diffusion factor (see eq. (B12))

g standard gravitational accelerstion, 32.17 ft/sec?

i incidence angle, angle between inleﬁ?air direction and tangent to
blade mean camber line at leading edge, deg’

J mechanical equivalent of heat, 778.16 ft-1b/Btu

M Mach nunber

P sbsolute total pressure, 1lb/sq ft

@ power, ft-1b/sec

D sbsolute static pressure, lb/sq ft

R gas constant, 53.38 £t-1b/(1b) (°R)

r radius, ft

S entropy, Btu/(1b)(°R)

T total temperature, °R

U blade speed, ft/sec

v gas velocity, ft/sec

w mass-flow rate of gas, lb/sec

B flow direction relative to rotor, deg

Bd rotor stagger angle, deg

'e ratic of specific heats

Y i
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ratio of pressure to NACA standard sea-level pressure of 2116

ratio of temperature to NACA standard sea-level temperature of

° 1b/sq £t
e
518.7° R
o gas density, 1lb/cu ft
g solldity, ratio of chord to spacing
w angular velocity, radians/sec
Subscripts:
a stagnation condition
av average
cr critical or choking
a design
h hub
m mean
R rotor
S stator
t tip
z axlal component
e tangential component
1 rotor inlet
2 rotor exit and stator inlet
3 stator exit
Superscript:

relative to rotor

T Bt TORRT LA
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APPENDTX B

METHOD OF ANALYSIS
The following conditions were assumed to prevail;
(1) Along each streasmline, the flow is isentropic.

(2) In the axial spaces upstream and downstream of blade rows, the
flow is in simple radial equilibrium; that is,

2 .
a pve o .
rrialal | (81)

(3) The blades are so closely spaced that the fluid flows along
surfaces of revolution about the axis of rotation and at any given radius
the direction of flow relative to either blade row is constant at the
blade-row exit and parallel with a tangent to the mean camber line at
the tralling edge. : _

(4) Wo net power is supplied to or taken from the rotor, that is,

® ip e - .
hub
(5) The tangentisl velocity of the entering stream is zero, and its
total temperature is constant.

(6) All conditions are steady with respect to time.

(7) The blades are symmetrical uncembered sirfoils. The stator
blades have zero stagger, and the stagger angle of the rotor blades is
glven by §

Bg = -tan'l(éi)d (B3)

The physicel arrangement of the parts and the axial stations are
shown in figure 1.

From the definition of totel state,

cp(Tl - Tl) = é‘g—j (B4-)

2LO07
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If a glven streamline shiffts in redius in passing through the rotor, its
total temperature relative to the rotor T' changes in the following

way:

2
- U

2 1

T - T4) = B3

ep(Td - T}) = 5= (B5)

Subtraction of equation (B4) from (B5) yields

U, - 2U,V
. 2 1'6,1
CP(Tzl =Ty = 2gd

Since the initial tangentiel velocity Vg ; was assumed to be zero, this
expression reduces to ?

ug
! - T e—
e (Th - Ty) ZaT (B8)

For any assigned inlet total temperature T;, which was assumed to be
constant along the radius, and an assigned rotational speed w, the rela-
tive total tempersature Té is a simple function of radius and is inde-
pendent of both inlet axial-velocity distortion and the amount of radial
displacement in passing through the rotor. This fact was helpful in the
analysis, because there was no need to estimate the radial displacements
and correct the estimates by successive trials. Instead, entropy distri-
bution was assigned at the rotor exit (station 2), and the radial shift
in the blaede rows and the inlet and exit distortions were made dependent
upon the essigned entropy distribution at the rotor exit.

Relative total pressure Pé at the rotor exit can be stated as
7T [a(s, - 9
Mt T—l J Sm -8 2
Pz = Pé,m(ﬁg)z exP[_E_" (87)

where T} (from eq. (B6)) and 8, (by assignment) are both known functions
of r,.
P

Critical velocity is defined

8a,cr = ?%E gRT (8)
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For zero inlet tangential velocity, Buler's work equation becomes

2oz . (1, - 1) '_ (89)
gl ~ pva2 Tl v
With the aid of trigonometry of the velocity diasgrems and some
algebraic manipulation, combination of equations (B1) and (B6) to (BQ)
yilelds

1
af—2
8o or Ty Vé Ut
- 225 = e ———e sinzﬁd o + 2(sin Bg 2)——————— +
_g) T2 aa,cr,l ’ el a'a.,cr,l
Ct

2 2 1 2
a‘azcr!l 1 +'r-1 Uf fg _ r-1 V2 r+l J dsz
VZ‘ T+1 aa,cr,l r.t T+1 aa,cr, 2r R d(!‘z)
r

The important feature of this equation is that it expresses

=TI, .’ Bg.2> a ) & > o
£ ’ a,cr,l1 “a,cr,l d(%g)

iy

t

8ll of which varighles were trested as independent and thus assignable

in the calculations, except V2 a,cr,l’

Eqpation CBlO) was solved in the following way: The value of

CV'/aa er, l wes estimated. The resulting rotor-exlt flow conditions

were then substituted into the following modification of equation (B2)
for zero initiel tengential velocity:

1 2
P _ . Uy Vo,2 PeVz,2 (r_z_) d(r_z)

3
+Pa,1,0%, cr,1 r, 8a,cr,l 2a,cr,l Pa,l,h®a,cr,1 \Ft It

Ty (B11)

2mr2
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The estimated value of (V! /a ). was successively altered until the
2! "a,cr,l’'m
integral in egquation (B1l) was zero.

For the windmill inlet and outlet (stations 1 and 3), the static
pressures Pl,h and PS,h were estimated and successively adjusted

until the mass flowing past station 2 would just fill the annulus at
stations 1 and 3. The last results completed the solution.

The rotor and stabtor diffusion factors D are defined as follows:

\

v A
L R'1
> (B12)
V. v
Dg =1 - v—5 + "i"cix"fz'l
2 s'2
The hub solidities o and o were assigned the value of 2.0.
R,h S,h
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TABLE I. - DESIGN CHARACTERISTICS
[Eub-tip redius retio, ryfry, 0.4
Case 1 2 3 n 5 &
Design exisl velocity ratio, (V,/Uy)q [ 0.7 | 0.7 | 0.7 | 1.0 | 1.0 | Lo
Equivalent blade speed, U./+/81, ft/sec| 1066 | 1066 | 778 | 746 | 746 | 545
Design axial Mach number, M, 5 0.7 0.7 0.5 0.7 0.7 0.5
Radius with low velocity Hib | Mp | B | Bub | TMp | Hub
Rotor-inlet mags flow, = 37.9 |37.9 |31.0 |37.9 |37.9 |31.0
w’vullolﬂ.t, \LbsBec)/8q 1Iv
Rotor-inlet relative Mach {00 0.81 | 0.8L | 0.58 | 0.75 | 0.75 | 0.54
T at {Mean .99 »39 ol «85 «80 .61
mber, M irrip 1.22 | 1.22 | .87 | .99 | .99 | .71
Hub 0.966| 0.966| 0.821( 0.943( 0,943 0.786
Critical-srea ratio, 8up/A {Mean 1.000| 1.,000| .918( .981| .981| .850
Tip .964] .964| .985| 1.000| 1.000| .918
Average critical-area ratio (Acr/A)a.v 0.988| 0,988} 0.923| 0,981| 0.981| 0,858
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TABLE TI. - SUMMARY OF RESULIS

Cage 1 2 3 4 5 <]

Rotor-inlet velocity distortion,

(Avaav)l

Stator-exit veloelty dilstortion,

(AV/'V Bv )3

Velocity distortion eliminated, % 335.6

Rotor-inlet total-pressure distartion, | o ,.ql o 505| 0.257| 0.474| 0.502| 0.257
(AP/Pa.v)l

Stator-exit total-pressure distortion, 27| .ssal 138|336l 393 .16a
o (AP av)S

a1 _

Total-pressure distortio

A S . -

L2 o
LJIMIDATEL, A

Stator-exit total-temperature

&

distortion, &&IT}. 0.053f 0.045| 0.028| 0.036| 0.030| 0,019
Mex, rotor diffusion factor, Dy 0.17 | 0.08 | 0.14 | 0.19 | 0,08 | 0.15
Max. stator diffusion factor, Dg .13 08 .12 .14 08 .13

Max. angle of incidence on rotar, o o ; :
iR, deg 1.0 |-7.7 |16.4 [16.7 |-5.9 |[1l7.2

Max, angle of incidence on stator,

ig, deg 18.4 |-7.4 |17.8 [l9.6 7.3 }|18.6
Max, rotor-inlet relative Mach

number, M! 1,40 | 1.14 | 0.98 | 1.17 | 1.07 | 0.B2
Mex. stator-inlet Mech number, M, .78 » 96 .55 .81 .99 o 37
Btator-exit mass flow, wv/6)/5, =i,

2

(]_'b/sec)/sq_ ft 56-6 58-4 29.6 36.2 58-6 29.1
Total-pressure ratio, Pyy 5/Pay 1 1,0z6] 1.017| 1.015| L.018] 1.011] 1.012
Static-presswre ratio 1.008] 1.044 1,021} 1,040} 1.030| 1,018

» Pa/PL
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Figure 1. - Schematic arrangement of one-stage windmill.



.».. TPSN

20



4072

NACA RM E5T7DOS

Angle of incldence on stator blades, 1g, deg

21

AN
16} TAAN

,E § A
A
L
0 e \
AN
» g N\

)
_‘-/
\/}
4 5. . .6 .7 .8 - .9 1.0

Radius ratio, r/ry

(b) stator.

-8

Figure 2. - Corcluded. Radial varistion of angle of incidence.
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Rotor-inlet relative Mach number, Mi
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Figure 3. - Radial varilation of inlet Mech number.
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Stator-inlet Mach number, M,
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Total~temperature ratio, T5/Tl
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Figure 4. - Total-temperature distortion at windmill exit.
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Axial velocity ratio, V/aa,cr,l
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Total-pressure ratio, P/Pl h
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